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INSTALLATION NOTES

INSTALL PERIMETER CONTROL AROUND
STOCKPILE ON DOWNGRADIENT SIDE.
PERIMETER CONTROL MUST BE SUITABLE TO
SITE CONDITIONS AND INSTALLED ACCORDING
TO THE RELEVANT DETAIL.

2. FOR STOCKPILES ON THE INTERIOR PORTION
OF A CONSTRUCTION SITE, WHERE OTHER
DOWNGRADIENT CONTROLS INCLUDING
PERIMETER CONTROL ARE IN PLACE,
STOCKPILE PERIMETER CONTROLS MAY NOT
BE REQUIRED.

MAINTENANCE NOTES

1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN
EFFECTIVE OPERATING CONDITION. INSPECTIONS AND
CORRECTIVE MEASURES SHOULD BE DOCUMENTED
THOROUGHLY.

2. IF PERIMETER CONTROLS MUST BE MOVED TO ACCESS
STOCKPILE, REPLACE PERIMETER CONTROLS BY THE END
OF THE WORK DAY.

3. ACCUMULATED SEDIMENT MUST BE REMOVED ACCORDING
TO PERIMETER CONTROL DETAIL.
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